PRODUCT DATA SHEET LS.
British General 879-01

BG Nexus Series White Moulded 45A Cooker Flex Outlet Plate Bottom
Entry

Manufacturer: Luceco plc

GTIN: 5050765001939

Family: Wiring Devices Range: White Moulded 800 Series

DESCRIPTION

This Nexus 800 series white moulded 45A flex outlet plate from British General has cable entry at the lower
edge with removable reducer and reversible cord-grip. Ideal for wiring cookers and ovens under a unit or
worktop where the isolator is located elsewhere. The outlet plate has a high resistance to fading,
discolouration and scratches, with anti-microbial properties proven to reduce bacterial development and inhibit
the growth of infectious diseases. Designed captive screws for ease of installation, and finished with soft round
edges and screw caps for a sleek appearance.

e 45A Rated

e Easy to install supplied with fixing screws and installation instructions

o Ideal for cookers and ovens

e cable entry slot at the lower edge of the faceplate

e Reversible cord grip and removable reducer to accommodate different flex sizes

¢ In-line terminals with captive screws provide easy access for quick installation

e Screw covers for sleek appearance

¢ Twin earth fitted as standard to allow a double earth facility for installations requiring high integrity
protective connection Ref. BS 7671:2008

e Minimum mounting box depth 47mm

¢ Anti-microbial certified - inhibits 99% of bacterial growth on touch point surfaces from infectious diseases
including MRSA, E-Coli, Salmonella and Klebsiella Pneumonia bacteria
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ETIM Class: Control device/cover plate for domestic wiring accessories % EIM
(EC000011) ¥ UK and Ireland
Primary Features

Colour White Height (mm) 86

Degree of protection (IP rating) IP20 Width (mm) 86

Depth (mm) 42.9
Additional Features

Impact resistance (IK rating) Other
Product Status (at download): Active Date Updated: 08-12-2023
Trade Tariff Commaodity Code: 85365080 Country of Origin: Not supplied
Luceco plc, Luceco Group, Luceco Distribution Centre, Stafford Park 1, Telford, TF3 3BD
Q. 01952 238100 B sales@bgelectrical.co.uk 01 http://www.bgelectrical.co.uk

Disclaimer

This Data Sheet was downloaded from EDATA - www.edata.org.uk - the UK electrotechnical industry data pool managed by EDA Data Services Limited on behalf of the Electrical
Distributors' Association, on 19/11/2025.

All intellectual property rights in the Product Data shown in this Data Sheet remains at all times the property of the Manufacturer named on the Data Sheet

Product Data shown on the Data Sheet is for the product as supplied by the Manufacturer. Any subsequent modification of the product may affect specification and performance.
Every reasonable effort is made to ensure accuracy of the Product Data which is believed to be correct at the date of download from EDATA. However neither the Manufacturer, the
Wholesaler who downloaded the Data Sheet, nor EDA Data Services warrant the accuracy of the Product Data.

e The Product Data shown on the Data Sheet is not contractually binding. The Manufacturer reserves the right to amend the Product Data without prior notice.
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