PRODUCT DATA SHEET Atkore | Atkore
Atkore Marco MTDT3

Apollo UPVC Tee Apollo Chamfered White - 50mm Deep - 170mm
High

Manufacturer: Atkore Unistrut & Marco

GTIN: 5052446764843
Family: uPVC Trunking Range: Apollo

DESCRIPTION

Chamfered profile Pre Fabricated mitred flat tee with chamfered top and bottom lids for Apollo 3 Trunking

e Tee can be installed in either direction and top and bottom lids complement the profile of the trunking
Data guides can be added to meet CAT6

Additional joint covers (MTDJ3 x 3) required when fitting

Available in Pure White, Light Grey and Charcoal finish

Made in the UK

TECHNICAL SPECIFICATION

<‘ % ETIM

ETIM Class: Dado/Skirting trunking flat tee (EC001939) UK and Ireland
Primary Features

Colour White Material qualifier Polyvinyl chloride (PVC)

Depth (mm) 50 Width (mm) 170

Material Plastic
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Additional Features

Degree of protection (IP rating) IPOO RAL number 9010
Halogen free No Surface protection Untreated
Impact resistance (IK rating) IK0O Symmetric Yes
Model Base unit and cover With cable fixing clip No
Mounting perforation in base Yes With duct connector No
Number of covers 7

FURTHER DETAILS

Product Status (at download): Active Date Updated: 19-04-2024

Trade Tariff Commaodity Code: Not supplied Country of Origin: Not supplied

Atkore Unistrut & Marco, Delta Point, Greets Green Road, West Bromwich, B70 9PL

% 0121 580 6300 B4 enquiries@atkore.com 1 http://www.unistrut.co.uk/
Disclaimer

This Data Sheet was downloaded from EDATA - www.edata.org.uk - the UK electrotechnical industry data pool managed by EDA Data Services Limited on behalf of the Electrical
Distributors' Association, on 17/11/2025.

All intellectual property rights in the Product Data shown in this Data Sheet remains at all times the property of the Manufacturer named on the Data Sheet

Product Data shown on the Data Sheet is for the product as supplied by the Manufacturer. Any subsequent modification of the product may affect specification and performance.
Every reasonable effort is made to ensure accuracy of the Product Data which is believed to be correct at the date of download from EDATA. However neither the Manufacturer, the
Wholesaler who downloaded the Data Sheet, nor EDA Data Services warrant the accuracy of the Product Data.

The Product Data shown on the Data Sheet is not contractually binding. The Manufacturer reserves the right to amend the Product Data without prior notice.
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