
PRODUCT DATA SHEET

WYLEX 921E

Enclosed 32A TP Switch with Switched Neutral
Manufacturer: Electrium Sales Ltd

GTIN: 5013601001241

Family: Domestic Circuit Protection

  

Range: Not supplied

DESCRIPTION
A range of 2 pole, 2 module, DIN rail mounting switch disconnectors that facilitate complete isolation of single
phase & neutral installations when integrated within consumer units or used for stand-alone applications.
Ratings are available between 40A and 100A.

Enclosed four pole Isolator
32A
Padlockable
All metal enclosure

TECHNICAL SPECIFICATION

ETIM Class: Switch disconnector / isolator (EC000216)

Primary Features

Degree of protection (IP), front
side

IP20 Rated operating voltage (V) 230 - 400

Number of poles 3
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Additional Features

Conditioned rated short-circuit
current Iq (kA)

16 Type of control element Toggle

Interlockable No
Type of electrical connection of
main circuit

Screw connection

Max. rated operation voltage Ue
AC (V)

400 Version as main switch No

Motor drive optional No
Version as maintenance-/service
switch

Yes

Rated permanent current Iu (A) 32 Voltage release optional No

Suitable for distribution board
installation

No

FURTHER DETAILS
Product Status (at download): Active Date Updated: 19-04-2024

Trade Tariff Commodity Code: Not supplied Country of Origin: Not supplied

Electrium Sales Ltd, Commercial Centre, Lakeside Plaza, Walkmill Lane, Bridgtown, Cannock, WS11 0XE
 01543 455 000  info@electrium.co.uk  http://www.electrium.co.uk

Disclaimer

This Data Sheet was downloaded from EDATA - www.edata.org.uk - the UK electrotechnical industry data pool managed by EDA Data Services Limited on behalf of the Electrical
Distributors' Association, on 18/11/2025.
All intellectual property rights in the Product Data shown in this Data Sheet remains at all times the property of the Manufacturer named on the Data Sheet
Product Data shown on the Data Sheet is for the product as supplied by the Manufacturer. Any subsequent modification of the product may affect specification and performance.
Every reasonable effort is made to ensure accuracy of the Product Data which is believed to be correct at the date of download from EDATA. However neither the Manufacturer, the
Wholesaler who downloaded the Data Sheet, nor EDA Data Services warrant the accuracy of the Product Data.
The Product Data shown on the Data Sheet is not contractually binding. The Manufacturer reserves the right to amend the Product Data without prior notice.
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