
PRODUCT DATA SHEET

PremFlex PREM20GALVPVC-50M

PremFlex PVC Coated Galv Steel Flexible Conduit M20 Black (50m
Coil)
Manufacturer: Termination Technology

GTIN: 5060659808025

Family: Conduit and Conduit Glands

  

Range: PVC Coated Galv Conduit

DESCRIPTION
The Termination Technology brand new PremFlex range of conduit and glands is available in a wide range of
materials to suit different environments. Sizes ranging from M16 all the way up to M50 in bulk coil sizes or
contractor packs. Fixed and Swivel glands are available to suit the whole range of Galv/Coated conduits.

Galvanized Steel core with a PVC coating
50m Coil length, no glands included
Black coating
20mm Nominal size
17.5mm Inside Ø, 22.2mm Outside Ø
IP54 Ingress protection when fitted with the glands
Flame retardant, UV resistant, Oil retardant
-20°C to +70°C Continuous operating temperature
High Mechanical Strength
Manufactured to BS EN 61386
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TECHNICAL SPECIFICATION

ETIM Class: Metallic flexible conduit (EC001179)

Primary Features

Colour Black Material Steel

Degree of protection (IP rating) IP54 Nominal diameter (mm) 20

Additional Features

Flame accelerating No Suited for EX-applications No

Inner diameter (mm) 17.5 Surface protection Galvanized

Outer diameter (mm) 22.2 With approval according to UL No

FURTHER DETAILS
Product Status (at download): Active Date Updated: 19-04-2024

Trade Tariff Commodity Code: Not supplied Country of Origin: Not supplied

Termination Technology, Unit 4B, 4C, 4D &amp; 1A, Croft End Industrial Estate, Croft End Road, St. George, Bristol, BS5 7UW
 01179 354900  sales@termtech.co.uk  http://www.termtech.co.uk

Disclaimer

This Data Sheet was downloaded from EDATA - www.edata.org.uk - the UK electrotechnical industry data pool managed by EDA Data Services Limited on behalf of the Electrical
Distributors' Association, on 21/11/2025.
All intellectual property rights in the Product Data shown in this Data Sheet remains at all times the property of the Manufacturer named on the Data Sheet
Product Data shown on the Data Sheet is for the product as supplied by the Manufacturer. Any subsequent modification of the product may affect specification and performance.
Every reasonable effort is made to ensure accuracy of the Product Data which is believed to be correct at the date of download from EDATA. However neither the Manufacturer, the
Wholesaler who downloaded the Data Sheet, nor EDA Data Services warrant the accuracy of the Product Data.
The Product Data shown on the Data Sheet is not contractually binding. The Manufacturer reserves the right to amend the Product Data without prior notice.
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